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<750 kg

TP 155 MOBILE
R E L I A B L E 
   W O O D C H I P P I N G

Efficient and versatile wood chipper

TP 155 MOBILE is a reliable wood 
chipper with easy operation, fixed 
chip size and a total weight below 
750 kg - which only requires a  
standard driving license.

NEW

NEW

Ideal basis model  for e.g. the hire business
    TP 155 MOBILE is the obvious choice for rental companies,  

      municipalities and landscape gardeners who require efficient wood 
      chipping and a uniform wood chip quality for bed cover etc.  

    The machine weighs below 750 kg, making it applicable for many   
      users regardless of vehicle and type of driving license

    Two variants of turnable ejector spouts: With a fixed height (photo)  
      or with a height-adjustable spout, TP VARIO SPOUT™ 

    The innovative blade system TP OPTICUTTM results in less vibration,  
      a more steady strain on the machine and a fuel consumption level    
      significantly lower than on comparable machines in the market
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TP 155 MOBILE
Optimise your up-time with the TP SERVICEBOX 

with critical wear parts (included)

Technical Data   

For a simple and 
reliable operation:
The no-stress control  
TP PILOT and the  
automatic clutch  
system TP STARTER  
makes it easy to start 
and operate the wood 
chipper.

Compact and  
easy to transport:  
The fold-up funnel 
and low ejector spout 
makes it easy to 
transport and store 
the wood chipper in a 
garage or container. 

Max. wood diameter 155 mm

Infeed opening H x W = 155 x 191 mm

Chipping principle Disc chipper with TP OPTICUTTM

In feed angle Parallel to driving direction

Feed rollers 2 horizontal

Rotor disc diameter 599 mm

Rotor disc weight 69 kg

Number of blades 2

Counter steel 1 horisontal and 1 vertical

Chip length 12 mm

Engine Lombardini LDW 1003 

Engine power 26 hp diesel 

Capacity Up to 8 m3/h

Weight 737 kg

Height  
(operating pos.)

Fixed ejector spout: 1995 mm 
TP VARIO SPOUT: 1750 mm (1965-2440)

Length (oper. pos.) 3515 mm (4013 mm)

Width 1416 mm


